100mm of 14mm close graded
dense wearing course macadam
to clause 912 in 2.50mm layers

Roadbase to clause 903 and
sub—base to clause 803. Compacted
thickness not less than existing

with @ minimum thickness of
400mm

See Appendix 7/2(1a) | NM—""

TEMPORARY REINSTATEMENT IN EXISTING CARRIAGEWAY
NOT COVERED BY NEW CONSTRUCTION

150
Top 100mm of

temporary T
reinstatement to_j-
be removed and
replaced with
material to match
existing surface

Existing wearing course saw
cut to allow for a 150mm

overlap and to be planed to
a depth of 40mm

Roadbase and sub—base as
for temporary reinstatement

See Appendix 7/2(1b)

PERMANENT REINSTATEMENT IN EXISTING CARRIAGEWAY
NOT COVERED BY NEW CONSTRUCTION

New

(NOTES: ]

reinforcement

—Surfacing

__Continuously reinforced
concrete slab roadbase

1001 and 1008

See Appendix 7/1

REINSTATEMENT OF CARRIAGEWAY WITH

REINFORCED CONCRETE ROADBASE

__ Concrete slab C40 concrete

:;:,/

to clause 1001

———Sub—base to clause 803

See Appendix 7/1

REINSTATEMENT OF CARRIAGEWAY WITH

UNREINFORCED CONCRETE SLAB

1.

. These trench reinstatements apply

Existing reinforcement 3. All reinstatements to clause 706

C40 concrete to clauses

Sub—base to clause 803

Dowels inserted to clause 1011

All dimensions are in millimetres
unless otherwise stated.

above formation level. Backfill
below formation level is to
clause 505.

unless otherwise stated.
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